
Patented Bottom Gearbox location. Patented Grain Pusher helps clean up the
remaining grain!

Hydraulic control panel for easy operation
for all functions.

On chain design for easy maintenance. 

The EXG400 can unload over
10 THOUSAND bushels per hour!

For bags of  

It fully winds up the grain bag.

Unloading performance 

Power requirement  

Tube / Auger Diameter 

Horizontal Auger Diameter   

10 feet

10300 Bu/Hour (280 Ton/Hour)

90 HP minimum - 540 PTO

Hydraulic requirement 2600 PSI- 16 GPM (180 Bar - 60 LPM)

16 15/16 in (430 mm)

9 27/32 in (250 mm)

High flotation tires 400 x 60 x 15.5”

                 may change specifications and product designs in this or other brochure at any time, without previous notice. Pictures shown are for illustration purposes only.

AKRON features an exclusive, patented center bottom gearbox location for 
simple operation.

Our patented Grain Pusher feature cleans up the end of every bag, right down to 
the very last bit of grain.

The hydrostatic ability to pull the machine into the bag by winding it up at the 
same time, allows you to control the speed that you can unload. Easy to use, 
simple to adjust.

With a couple quick pins, you can swing the EXG400 into field or transport 
position.

The EXG400 now features high flotation tires with a reinforced axle system to 
accommodate the extra weight when unloading in wet and soft ground condi-
tions.

Greater ground clearance is a standard feature.

AKRON now offers a 16.5 foot wide roller to wind up the bag, which can roll up to a 
500 foot bag, and up to 12 feet wide. The 27.5 inch bag deflectors ensure trouble 
free rolling.

Unmatched performance, by moving 280 ton per hour, or 10,300 bushels per 
HOUR!

Optional heavy duty augers are available.

Operating lights are a standard feature.

North American Distribution
GBC Distributors
Humboldt, Sask, Canada
306 682 5888
www.grainbagscanada.com
admin@grainbagscanada.com
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